No. 576 


The Beginning... 


| interviewed Bob Lazar in his home on 
25 November 1990. The interview was 
lengthy, tape recorded and explained 
design points found in this relica. There 
were many other contacts with Lazar during 
kit research. He is an interesting person 
and one whose story has remained the 
same since day one. When asked ques- 
tions he does not offer answers to fill voids 
but states clearly, “| don’t know’ or “I didnt 
see that.” That is a very refreshing and 
unusual characteristic when interviewing 
people regarding the UFO topic. 

it is impossible to say Bob Lazar's story 
is absolutely true and there is always a 
chance it is not. As indicated on page 1, 
| asked responsible people to tell me if 
Lazar is lying. They did not answer the 
question. | proceed from that point. 


According to Lazar there are 9 recovered 
craft in hangars cut into the mountainside at 
Papoose Lake. Lazar worked on one of 
them and named it The Sport Model. The 
hangar doors match the outside of the 
mountain, roll up when opened, and are 
camouflaged to match the terrain. Security 
is very high at S 4. Guards are civilian, wear 
desert BDU uniforms and are armed. 
According to Lazar there are many of them 
at S 4. The inside of the hangars are typical 
military style with painted concrete floors, 
are well lighted and have numerous yellow 
workstands scattered about. One of them 
had a white circle with the number 41, in 
black, on it. The Sport Model rested in the 
hangar on its lower surface. Lazar said he 
was on the main floor of the craft, viewed 
the lower area with the Gravity Amplifiers 


- moved them with his hands - but stated he 
was never in the upper floor of the craft. He 
thought the upper area might contain 
navigation and electronic gear but he was 
not certain. 

Lazar said the structure and surfaces 
flowed smoothly. He told me, "It was like 
one piece.” Every corner had a radius. The 
material was like a huge seamless piece of 
stainless steel. He could not fit in the 
seats. He could stand in the center of the 
craft but not at the edges. Lazar said his 
hair tended to stand up while he was inside 
the craft. This indicated there was an 
electro-static charge in the object. Lazar 
cautioned the craft was showing signs of 
roughness...the “human intervention" as he 
termed it. Let's begin working on the kit. 


1 GRAVITY AMPLIFIER 


Preliminary Painting 

Paint the Gravity Amplifier Core half, 9, as 
shown. Paint the Gravity Amplifier Core 
Housing, 8A. as shown. 


Assembly 

1. Cement the painted Core Plate, 9, into 
the Core Plate Housing half, 8A. 

2. Decide now if you want to build your 
mode! with the Core Plate exposed or if 
you want it covered. If you want it 
covered then cement a Core Plate 
Housing half, 8, to 8A as shown in Step 
5 on page 5. 

3. Set unit aside to dry. 


2 MAIN FLOOR 


Preliminary Painting 


No preliminary painting is required. There is 


painting after the parts are assembled. 


Assembly 

1. Carefully cement the 3 seats, 5, to the 
Floor, 2. as shown. Now cement the 3 
Gravity Amplifier Heads, 6, to the Floor 
where shown. 

2. Now cement the Reactor/Waveguide, 7, 
into place in the middle of the Floor. 
Check for alignments and allow a little 
drying time for the cement. 


3. Now paint the entire floor - one side ata 


time - with No. 1246 Metallic Silver. 
Allow to dry before handling further. 


Flat Black 


Seat, 5 
3 places 


Floor, 2 


Manganese 
Brown 
Metallic 

No. 2708 


Waveguide and 
Reactor, 7 


Gravity Amplifier 
Head, 6 
3 places 


Metallic Silver 
No. 1246 


Technical Note 

Lazar said the ball shaped end of the reactor 
houses a cone shaped layered mass of heavy 
material designated Element 115. It is a low-level 
alpha emitter. This material is used in an 
annihilation reaction. 


